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Ruckers
Accessories for net & clip systems

ENGLISH

Ruckers for a variety of netting and casing.



Product Advantage
TIPPER TIE’s ruckers combine ease of 
use, safety, and swift, efficient operation 
for packaging industries. These models can 
accommodate a variety of netting: elastic, 
loose weave, and heavy weight materials. 
 
Designed with a safety first philosophy, all 
ruckers are fully guarded all around. Safety 
interlocks prohibit machine operation when 
an access door is open. A large window in 
the door allows for safe monitoring of the 
horn loading process. Other safeguards 
provide for cushioned movement of the 
loading platforms and grippers.

All TIPPER TIE ruckers are service friendly, 
made from stainless steel to assure easy 
cleaning and a hygienic machine.

Whether your process is on a budget or 
uses the newest technologies, TIPPER TIE 
ruckers can accommodate your packaging 
needs with models that range from 
simple pneumatic operation to precision, 
automation-controlled models. 

Model RCB
The RCB offers streamlined, all-pneumatic 
operation for larger product horns used 
in the TN4200 machine. The sturdy RCB 
allows the rucking of plastic casings, most 
fibrous casings and elastic netting. 

The RCB employs simple, two-button 
operation and integrates the safety features 
of its predecessors. An optional water tank 
provides lubrication to benefit both the 
rucking and stuffing process.

REB Series
Models REB1 and REB 2 will ruck elastic 
pattern nets and some stocking nets. The 
brakes are adjustable to match a wide 
range of horn diameters. The REB1 fits 
many standard length horns and is used in 
some manual-load production lines as well 
as automated netting operations. The REB2 
is taller and allows the use of longer netting 
horns. 

Both models in the REB series 
accommodate round horns. These 
pneumatic devices employ two pressure 
regulators that allow for the netting to be 
packed as tightly or as loosely as needed. 
The grippers are fixed in place. The horn is 
shuttled up and down to load. 

Model RLW
The all-electric RLW model uses the 
latest technology by employing automated 
controls for precision filling of horns. 
Yet it offers the same simple two-button 
operation as other models. Because it 
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uses wheels instead of grippers to hold 
and move netting, the RLW model is more 
accommodating to triangular or similar 
shaped horns. It handles extruded nets and 
loose weave style nets that are less elastic. 
The rucker works with chute sizes up to 14 
inches (355.6 mm). Both the chute type 
and size are flexible and adaptable to other 
types and sizes.

Model RFDW2
The RFDW2 is the top of the line TIPPER 
TIE rucker, using automated controls to 
run primarily fixed diameter stocking nets 
as well as elastic, stocking, and other 
netting materials with greater precision and 
efficiency.  

The RFDW2 employs wheels to control and 
move netting; however, the moving wheels 
index up and down on a grid, as opposed 
to the horn itself. This configuration offers 
more control for longer lengths, with a more 
consistent rucking result.

The RFDW2 provides greater operator 
control to the rucking process, with the 
addition of a reset button to continue 
operation after a fault is corrected, and 
a jog button that will move the interior 
elevator up and down. 
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Easy Loading
All TIPPER TIE ruckers feature a user-friendly 
design, with a similar loading procedure.
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We're with you, right down the line.™
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J B T  P R O T E I N  P R O C E S S I N G

SECONDARY
BRINE PREPARATION | HOMOGENIZATION | INJECTION 
INJECTION & RETURN MILLING | MACERATION | MASSAGING | TENDERIZATION 
X-RAY TECHNOLOGY  | AUTOMATED TRAY LOADING

FURTHER
WEIGHING | PORTIONING/TRIMMING | COATING | FRYING & FILTRATION | PROOFING
COOKING | COOLING | CHILLING | FREEZING | REFRIGERATION | CLIPPING & PACKAGING 
SOLUTIONS | X-RAY TECHNOLOGY | HIGH-PRESSURE PROCESSING (HPP)

North America
TIPPER TIE, Inc. 
2000 Lufkin Road
Apex, NC 27539 USA
Tel. +1 919 362 8811
Fax +1 919 362 4839
TipperTie@jbtc.com 

Latin America
JBT 
Máq. Equip. Ind. Ltda. 
Av. Eng. Camilo Dinucci 4605 
14808-900 Araraquara  
São Paulo  
Brazil 
Phone +55 16 3301 2000 
latinamerica.info@jbtc.com

Europe
TIPPER TIE TECHNOPACK GmbH
Wilhelm-Bergner-Strasse 9a
21509 Glinde/Germany
Tel. +49 40 72 77 04 0
Fax +49 40 72 77 04 100
infoDE@jbtc.com

Note: TIPPER TIE ruckers are not supplied with horns.

TIPPER TIE Ruckers Specification and Model Selector


